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THE ZIMMATIC DIFFERENCE 
PRECISION THAT LASTS A LIFETIME.
Invest in an irrigation system built right the first time, to last a lifetime. Whatever Zimmatic product or component 
you choose, you’ll find unsurpassed precision, quality, and durability that will run trouble-free for years to come. 
It’s in our DNA.

Precision water control
To maximize efficiency, Zimmatic systems are designed to put water  
just where you need it without waste.

• �Rotators, sprays, LEPA, wobblers, and impacts can be custom-tailored 
and computer designed to match your desired application rate

• Drops minimize water loss due to wind or evaporation

• �Offsets and boombacks extend application area and minimize  
wheel tracking 

• �Optional Precision VRI uses location-based individual sprinkler control 
for maximum precision
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��FULL FLOW COLLECTOR RING

Mounted externally to eliminate water 
flow restriction.
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EXCLUSIVE UNI-KNUCKLE

�Found only on Zimmatic, it offers full 
support and stress-free flexibility.
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C EXCLUSIVE SPLIT COUPLER 

Encloses an inner boot to ensure a 
watertight connection.

E TRUSS RODS AND TRUSSES

Exclusive “V-Jack” design distributes 
loads evenly for superior support. 

ZIMMATIC AT GEARBOX™ 

A shorter output shaft reduces 
overhang load to extend bearing  
life, and the industry’s largest 
expansion chamber reduces pressure 
and temperature.
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PIPE OPTIONS

Standard 11-gauge pipe is the 
thickest on the market, with formed, 
not welded, outlets for enhanced 
durability. Your Zimmatic dealer  
can help select the right pipe –  
poly-lined, galvanized steel, stainless 
steel, or aluminum – to manage 
corrosive water challenges.

2 CENTER DRIVE

The fastest standard center drive 
completes a quarter-mile circle in less 
than 13 hours, compared to other's 
16-hour rotation.
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HEAVY-DUTY PIVOT POINT 

Hot-dipped galvanized steel legs and 

heavy-duty cross members form a 

sturdy foundation.

A OPTIMIZED SPAN DESIGN

Designed to manage even the tallest 

of crops, strong alloy steel increases 

durability while reducing weight. 
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CROSSED STABILIZER ANGLES

“X-type” bracing links each span  

with the next tower, absorbing 

torsional stress.
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STRUCTURE

COMPONENTS

FORMED OUTLETS

Formed as part of the pipeline to 
ensure perfectly matched threads.
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GPS POSITIONING

Precision GPS means the control 

panel can read the exact pivot 

position at any time.
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CHOOSE 
THE PERFECT 

FIT FOR 
YOUR FIELD.

For more than 50 years, 

Zimmatic has been  

the reliable irrigation and 

innovation partner for 

growers around the world. 

Whatever unique challenges 

your operation presents, 

there’s a Zimmatic pivot built 

to meet your needs.

TOP-OF-THE-LINE  
TO ENHANCE YOUR BOTTOM LINE.
The industry standard for longevity and efficiency, featuring 11-gauge 
pipeline. Rugged, efficient, and adaptable to most any field conditions, 
it’s the best way to get the most out of your fields. Build the system 
that’s right for you.

The most tower options – low, standard, medium, high, or super 
high clearance 

No length limit lets you choose the span that’s right for your field

The thickest pipeline provides exceptional strength and durability

Available in pipe diameters to fit each field – 10", 8 5/8", 6 5/8", or  
5 9/16" (254 mm, 219 mm, 168 mm, or 141 mm)

Poly-lined, stainless steel, aluminum, or galvanized

9500P  I  CENTER PIVOT

HIGH-VALUE  
HIGH-PERFORMANCE.
Engineered for value without cutting performance, with state-of-the art 
design and high-strength 12-gauge pipeline. 

Full complement of tower options – low, standard, medium, or  
high clearance

Optional compact pivot point allows use of competitive  
smaller-footprint pivot points

12-gauge pipe and tower joints, and 6 5/8" (168 mm) pipeline 
maintain strength while delivering value

8500P  I  CENTER PIVOT
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